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NOTES

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DESIGN OF ALL METAL POLES AND METAL POLE
FOUNDATIONS IN ACCORDANCE WITH THE PLANS AND THE PROJECT SPECIAL PROVISIONS.

. 2. WIRE INLET SHALL BE EITHER GALVANIZED 50mm RIGID METAL WEATHERHEAD OR DOWNWARDLY
ANGLED 50mm GAVLANIZED RIGID METAL PIPE, OR APPROVED EQUIVALENT.

3. GROUND ALL METAL POLES AND ATTACHED EQUIPMENT, INCLUDING THE ELECTRICAL POWER SERVICE IN
ACCORDANCE WITH THE REQUIREMENTS OF THE PROJECT SPECIAL PROVISIONS, THE TRAFFIC SIGNAL
SPECIFICATIONS, AND THE DETAILS.

4. PROVIDE ALL NECESSARY HARDWARE FOR ATTACHING EQUIPMENT TO A METAL POLE THAT IS APPROPRIATE

| SEAL
FOR THE SIZESHAPE OF POLE AT THE PROPOSED ATTACHMENT POINT. DETAILS FOR METAL POLE,
5. THE RADIUS OF THE BEND IN BOTH 50mm RIGID METAL CONDUITS STUBBED OUT OF THE POLE FOUNDATION CCTV CAMERA AND POLE-MOUNTED q:\\xsiko( o
SHALL NOT BE LESS THAN 356mm. SRR
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6. THE CCTV CAMERA ENCLOSURE SHALL BE MOUNTED ON THE MAINLINE TRAFFIC SIDE OF THE POLE AND §of sEAL %
PERPENDICULAR TO THE ROADWAY UNLESS ENGINEER DIRECTS OTHERWISE. DIVISION 06 ROBESON GOUNTY izl 07983 g
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